WINSTONS 


Stage: 
Corner Placement 
Dimensions:

Front- 29 feet long

16 feet Deep @ Center

12 Feet Deep on wings

Red Velvet Back Drop

Drum Riser 8x7

Sound

1 32 CHANNEL ALLEN & HEATH GL3300 W/2 PWR SUPPLIES

1 FURMAN PWR COND.

1 DBX DRIVE RACK

2 TC FX UNITS

1 PRESONUS ACP88 8 CHANNEL COMPRESSOR LIMITER

2 BEHRINGER 4 CH COMP-LIMITER

6 DBX 31 BAND EQ`S MAINS AND MONITORS

1 CD PLAYER

1 2 SP RACK DRAWER

1 30 SP FOH WOOD RACK

2 QSC MX 1500( MONITOR AMPS)

1 QSC CX 404 (SPARE AMP)

1 QSC MX 3000A (LFT HI/MID AMP)

1 QSC MX 2000(RT HI/MID AMP)

1 QSC MX 3000A (LOW AMP)

1 QUANTUM 8 CH DRIVE SNAKE

1 QUANTUM 24 X 4 X 100FT MIC SNAKE

2 MARTIN H3H MID HI FOH BOXES

2 MARTIN 1 X 18 SUB BOXES(stage L & stage R)

1 MARTIN 2 X 18 SUB BOX(center stage)

4 EV FM1502 FLOOR WEDGES

1 EV FM 1202 FLOOR WEDGE

1 COMMUNITY 3 WAY DRUM MONITOR

6 SM 58`S

6 SM 57`S

1 D112

2 PG 81`S

3 PG 56`S

3 PG 57`S

1 P.O.S. TALKBACK MIC

2 IMP DI’S
5 WHIRLWIND DI`S

12 BOOM STANDS

6 SHORT BOOM STANDS

30 MIC CABLES

Lighting-

12 Conventional Par Cans with Assorted gels

4 250 watt  Intelligent spots

DMX driven intelligent light board for up to 12 lights
VIDEO- 8x8 drop down screen from Stage

4500 Lumens Projector 

DVD Player

Karaoke Machine 
6 other assorted monitors for video around venue 

Stage power-

2 seprate 20 amp breakers dedicated for lighting or stage power
1 10 Amp breaker deadacated for stage power 

NO CAM LOCK Power in this venue.
Load In-
park in Alley on north side of venue and load in through backdoor  all road cases to be brought back to trailers/busses as room is limited in the venue.

